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1. PURPOSE:

This Invitation for Bid 6100065065 will be to furnish and deliver the ONE (1) “new and unused diesel-powered 2026 Ford Truck Super Duty F-350 DRW SuperCab (168” WB, 60” CA) XL 4WD Chassis Cab with Dump Body and related equipment (no exception, standardization)

This equipment is for the Pennsylvania Game Commission (NCR)

2. METHOD OF AWARD:

It is the intent of the Commonwealth to make a single award of item(s) listed in the IFB to the lowest responsive and responsible bidder. The Commonwealth Reserves the right to award by line item if it determines that it is in the best interest of the Commonwealth to do so.
3. ISSUING OFFICE:
Department of General Services
Bureau of Procurement
1800 Herr Street, 2nd Floor
Harrisburg, PA 17103
Anthony Pinko
Phone: 717-307-2225	Email: apinko@pa.gov

4. SPECIFICATIONS:

MECHANICAL:		
· 6.7 Liter 4-Valve PowerStroke V7 Turbo Diesel
· Operator Commanded Regeneration
· Diesel Exhaust Fluid Tank
· Manual Push-Button Engine Exhaust Braking
· Engine Block Heater
· TorqShift 10-Speed Automatic Transmission
· SelectShift with selectable drive modes
· Transmission Oil Cooler
· Limited Slip Rear Differential with 4.10 Axle Ratio
· Minimum 14,000-lb GVWR
· Dual Rear Wheel Configuration (60” CA)
· Part-Time Four-Wheel Drive with Electronic Transfer Case
· Dual 68 Ah/65 AGM Batteries
· Dual Alternators with 410 Amp total output
· Snow Plow Prep Package

EXTERIOR
· Black Front Bumper with two (2) Front Frame Mounted Recovery Hooks
· Headlamps featuring Daytime Running Lamp functionality
· SuperCab configuration
· Factory/OEM Agate Black Metallic (UM) exterior finish
· Heated, Outside Power Adjustable Trailer Tow Style Mirror w/Convex Spotter
· Factory/OEM Platform Running Boards
· Transfer Case Skid Plates
· Six (6) 17” Painted Steel Wheels
· Six (6) LT245/75Rx17E All-Terrain BSW Tires
· Front Wheel Well Liners
· Front Wheel Opening Mudflaps
· Back Up Alarm

INTERIOR:
· AM/FM Stereo with 8” Touchscreen w/Backup Camera Display
· SYNC4 Communication System for Bluetooth Wireless Phone Capability
· One (1) USB port
· Medium Dark Slate Gray Cloth 40/20/40 Split Bench Seat
· Center Armrest with Cupholder and storage
· Driver manual lumbar control
· Matching Cloth 60/40 Folding Rear Seat
· Rubberized/Vinyl floor covering
· Manual Tilt/Telescoping Steering Column
· Power windows and door locks
· Remote Keyless Entry with Four (4) Programmed Remote Transmitters/Keys
· Manufacturer/OEM Integrated Brake Controller
· Factory/OEM 4-Ton Mechanical Jack
· Fire Extinguisher mounted in conspicuous location
· OSHA Approved First Aid Kit shipped loose
· Triangle Reflector Kit mounted in conspicuous location

STEEL DUMP BODY:
· Minimum 9’3” length, 94” width, 2-3 cu yd capacity, for 60 CA
· Minimum 12” double panel rigid side wall with 10 ga inner panel and 12 ga outer panel
· Minimum 5” longitudinal construction with 3” crossmembers on 12” centers
· Minimum 10 ga floor
· Minimum 1/4 cab shield with window
· Minimum 18” rear height with full height corner posts
· Minimum 10 ga double-acting tailgate with center coal door
· Features boxed top rail and sloped, dirt-shedding, bottom rail on both sides and tailgate
· 6” Sideboard pockets at front and rear
· Factory black finish
· 11-ton double-acting electric hydraulic scissor hoist subframe mounted with pendant control in cab
· LED clearance and marker lights to meet current FMVSS standards
· LED Stop/Tail/Turn recessed in rear corner posts
· Back up camera mounted to provide driver unobstructed view behind vehicle when in reverse operation
· Towing Package to include:
· Minimum ½” Tow Plate
· Class V rated 2-1/2” Receiver
· D-Rings
· 7-wire trailer plug
· Amber Warning Light Package to include: (wired to factory/OEM switches)
· Two flashing LED on front grille on separate switch for plowing operation (Ref: Whelen ION-T, or equal)
· Two flashing LED on front of cab shield (Ref: Whelen ION-T, or equal)
· Two flashing LED on side of cab shield (Ref: Whelen ION-T, or equal)
· Two flashing LED on rear corner posts (ref: Whelen Vertex, or equal)
· Tarp system mounted on cab shield featuring:
· 7” folding crank with detent
· Tarp roller
· 7’ x 15’ PVC-coated vinyl mesh tarp
· Rear bar w/20’ pull rope
· Steel pull out step for operator safety mounted streetside
· Grab handle mounted on cab shield on streetside
· Minimum 24 x 18 x 18 steel locking underbody toolbox mounted curbside
· Steel splash shields ahead of rear wheels
· Rear mudflaps with anti-sail device
· Body up light in cab
· Body prop
· Back up alarm

STRAIGHT BLADE SNOWPLOW:
· Minimum 9’ Powdercoated Steel Blade Assembly, Full Trip Design
· Minimum 29” Blade Height
· Minimum 12 ga Steel Blade
· Minimum ½” Steel Cutting Edge
· Minimum 8 Ribs
· Minimum 4 Trip Springs
· Cast Iron Plow Shoes
· Factory/OEM Snow Deflector
· LED Headlamps with Defroster

ELECTRIC UNDER TAILGATE SPREADER:
· Minimum 304 stainless steel construction
· Minimum 12V DC-powered electric drive
· Minimum 18” polyurethane spinner on self-leveling frame
· Independent auger and spinner motors
· Anti-flow plate and auger screen
· Stainless steel spill shields
· Heavy duty in-cab controller
· LED Spreader work light
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