Contract No. PGC-95-12-01

TECHNICAL SPECIFICATION SECTION 4 – TEMPORARY STREAM CROSSINGS
4.1 -SCOPE
This work is complying with the general permit and installing a temporary pipe culvert stream crossing and a temporary bridge stream crossing.  Removal of these temporary stream crossings is also included in this section of the Technical Specifications.     
4.2 - PROCEDURE

The has acquired a general permit from DEP for both the temporary pipe culvert and temporary bridge stream crossings.  Refer to the attached BDWM-GP-8 (Temporary Road Crossings) permit for information on the temporary stream crossing requirements.  
The Contractor shall install a minimum 24-inch pipe culvert on the unnamed tributary to Silver Creek adjacent to the private camp building.  The requirements for this pipe culvert are shown in a detail on the drawing and are explained in section 13 of the permit conditions.  The culvert can be corrugated metal or corrugated plastic.

The Contractor shall install a temporary bridge with a minimum 25-foot span over the unnamed tributary to Silver Creek adjacent to oil well #1.  The PGC recommends renting a temporary skid bridge for this project.  The temporary bridge shall conform to the requirements shown in the detail on the drawing and as listed in section 13 of the permit.

After the project is complete, both temporary stream crossings shall be removed and the stream bed and banks restored.  
4.3 - MEASUREMENT AND PAYMENT
Lump sum for both the pipe culvert and bridge.  No separate measurement or payment for complying with the permit requirements.
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